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Typical industrial applications:
Automobile industry
Cleaning of injection nozzles,
carburettors, spray guns, nozzles, shock
absorbers, engine parts, circuit boards
and cutting tools

Precision mechanics
Cleaning of stainless steel, brass and
aluminium parts

Mechanical engineering
Cleaning and degreasing of bearings,
crankshafts, double-sided plates, work
pieces, electrostatic filters

Wood working industry
Cleaning of wood working tools and
maintenance of machine parts

Pharmaceutical industry
Cleaning of metal filters and tabletting
tools

Medicine technology
Cleaning of prostheses, implants and
artificial joints

Grinding and polishing shops
Cleaning of lamp shades

Power stations
Cleaning of oil and smoke filters,
Decontamination

Optical and glass industry
Preliminary and intermediate
cleaning of optics and lenses

Pneumatic tools
Removal of grease, oil, abrasion and
resinous residues during maintenance

Industrial safety and fire
Protection
Cleaning of respirator masks and sooty
parts

Thin-layer technology
Cleaning of sensor parts

Service
Cleaning of computer parts

Transport technology
Cleaning of relays, soldered frames,
gear box and engine parts

Material testing
Cleaning and degreasing of measuring
tools

Office technology
Component cleaning of copying
machines, printers, postal franking
machines, cases and keyboards

Catering trade
Cleaning and degreasing of electrostatic
filters and parts of coffee machines

Energy management
Cleaning of armatures and water meters

Plastics Industry
Cleaning of plastics and plastics shaping
tools

Three product lines, each offering different applications for
industry, trade and service
Constantly increasing demands on product quality require also adequate ultrasonic equipment
featuring sophisticated technology and high flexibility.
MONMOUTH SCIENTIFIC offers a variety of SONOREX TECHNIK equipment for individual cleaning
requirements that meet today’s demand for high quality, economic efficiency and environment
associated factors.
The following summary gives an overview of the range of products and is thought to help in pre-
selecting suitable products.



SONOREX TECHNIK Industrial Units RM
One-piece ultrasonic devices from 13 to 235 litres tank volume

6 standard sizes in 4 versions each for cleaning and rinsing.
Depending on the cleaning requirements, the equipment can be individually arranged:
RM...UH Unit with ultrasonic transducers and heating - for cleaning with heating for better efficiency of cleaning agents
RM...U Unit with ultrasonic transducers - for cleaning or rinsing with ultrasound support
RM...H Unit with heating - for rinsing without ultrasound
RM... Unit without ultrasonic transducers and heating - for operation in cascade rinsing in several tanks combined in series

Model
Internal Tank

Dimensions (l x w x
d) mm

Cost
£

Minimum
Filling

Volume
Litres

External
Dimensions (l x w x

d) mm

Ultrasonic
peak output*

W

HF-Output
Weff

Heating
Power W Power

Current
Consump-

tion A**

Drain
Ball

Valve

RM16UH
RM16U
RM16H
RM16

325 x 275 x 200

2,269.00
2,059.00
1,667.00
1,425.00

13 365 x 340 x 390

1200
1200

-
-

1 x 300
1 x 300

-
-

800
-

800
-

230V

4.8
1.4
3.5
-

½”

RM40UH
RM40U
RM40H
RM40

480 x 300 x 300

3,318.00
2,981.00
2,374.00
2,043.00

35 540 x 340 x 500

2000
2000

-
-

1 x 500
1 x 500

-
-

1250
-

1250
-

230V

7.7
2.2
5.5
-

¾”

RM75UH
RM75U
RM75H
RM75

580 x 500 x 300

4,963.00
4,626.00
2,832.00
2,473.00

70 640 x 540 x 530

4000
4000

-
-

1 x 1000
1 x 1000

-
-

1950
-

1950
-

230V

12.9
4.4
8.5
-

¾”

RM110UH
RM110U
RM110H
RM110

600 x 450 x 450

6,033.00
5,354.00
3,831.00
3,136.00

115 780 x 550 x 800

4000
4000

-
-

1 x 1000
1 x 1000

-
-

4800
-

4800
-

400V

10.5
4.4

10.5
-

1”

RM180UH
RM180U
RM180H
RM180

1000 x 500 x
400

9,958.00
8,909.00
6,083.00
5,012.00

180
1180 x 600 x

800

4000
4000

-
-

2 x 1000
2 x 1000

-
-

7200
-

7200
-

400V

14.8
4.4

10.5
-

1”

RM210UH
RM210U
RM210H
RM210

750 x 650 x 500

9,974.00
8,953.00
9,105.00
5,051.00

235 930 x 750 x 800

4000
4000

-
-

2 x 1000
2 x 1000

-
-

7200
-

7200
-

400V

14.8
4.4

10.5
-

1”

*To achieve an improved efficiency, the ultrasound is modulated whereby four times the values of the HF- output are
achieved as ultrasonic peak output.
**starting with RM 110, per phase
Ultrasonic industrial units starting with RM 110 are equipped with spraying pipe, filling level indicator switch for dry run
protection, ultrasonic generator supplying 40 kHz, optionally 25 kHz, and height-adjustable feet.



SONOREX TECHNIK Industrial Units RM
One-piece ultrasonic devices from 125 to 250 litres tank volume

3 standard sizes in 4 versions each for cleaning and rinsing.
Depending on the cleaning requirements, the equipment can be individually arranged:
RM...UH Unit with ultrasonic transducers and heating - for cleaning with heating for better efficiency of cleaning agents
RM...U Unit with ultrasonic transducers - for cleaning or rinsing with ultrasound support
RM...H Unit with heating - for rinsing without ultrasound
RM... Unit without ultrasonic transducers and heating - for operation in cascade rinsing in several tanks combined in series

Model
Internal Tank

Dimensions (l x w x
d) mm

Cost
£

Minimum
Filling

Volume
Litres

External
Dimensions (l x w x

d) mm

Ultrasonic
peak

output** W

HF-Output
Weff

Heating
Power W Power

Current
Consump-
tion A***

Drain
Ball

Valve

RM112UH
RM112U
RM112H
RM112

600 x 450 x
450/470*

6,812.00
6,133.00
4,615.00
3,914.00

125 780 x 610 x 800

4000
4000

-
-

1 x 1000
1 x 1000

-
-

4800
-

4800
-

400V

10.5
4.4

10.5
-

1”

RM182UH
RM182U
RM182H
RM182

1000 x 500 x
400/420*

10,708.00
9,660.00
6,839.00
5,763.00

190
1180 x 660 x

800

4000
4000

-
-

2 x 1000
2 x 1000

-
-

7200
-

7200
-

400V

14.8
4.4

10.5
-

1”

RM212UH
RM212U
RM212H
RM212

750 x 650 x
500/520*

10,797.00
9,770.00
6,922.00
5,868.00

250 930 x 810 x 800

4000
4000

-
-

2 x 1000
2 x 1000

-
-

7200
-

7200
-

400V

14.8
4.4

10.5
-

1”

*Inclined tank at bottom
**To achieve an improved efficiency, the ultrasound is modulated whereby four times the values of the HF- output are
achieved as ultrasonic peak output.
***per phase
Ultrasonic industrial units starting with RM 110 are equipped with spraying pipe, filling level indicator switch for dry run
protection, ultrasonic generator supplying 40 kHz, optionally 25 kHz, and height-adjustable feet.



SONOREX TECHNIK Industrial Units ZM
Two-part industrial cleaning units from 125 to 250 litres tank volume

Also available in TwinSonic® versions as multi-frequency units with additional
ultrasonic transducers at the bottom and side

3 standard sizes in 4 versions each equipped with ultrasonic transducers at the bottom and at the side are available for cleaning
and rinsing with the optional choice of continuously adjustable power control.
ZM...UH Unit with ultrasonic transducers at the bottom and heating - for cleaning with heating for better efficiency of cleaning agents
ZM...U Unit with ultrasonic transducers at the bottom - for cleaning or rinsing with ultrasound support
ZM...UHL Unit with ultrasonic transducers at the bottom and at side and heating - increased efficiency for cleaning heavily soiled parts
ZM...UL Unit with ultrasonic transducers at the bottom and side, with no heating - for cleaning and rinsing with increased ultrasound
support

Model
Internal Tank

Dimensions (l x w x
d) mm

Cost
£

Minimum
Filling

Volume
Litres

External
Dimensions (l x w

x d) mm

Ultrasonic
peak

output** W

HF-Output
Weff

Heating
Power W Power

Current
Consump-
tion A***

Drain
Ball

Valve

ZM112UH
ZM112U 600 x 450 x

450/470*

8,390.00
7,844.00

10,167.00
9,654.00

125 780 x 610 x
800

4000 1 x 1000
4800

- 4.3
1”

ZM112UHL
ZM112UL 4000 2 x 1000 4800

- 8.6

ZM182UH
ZM182U 1000 x 500 x

400/420*

11,812.00
10,973.00
13,297.00
12,502.00

190 1180 x 660 x
800

4000 2 x 1000
7200

- 8.6
1”

ZM182UHL
ZM182UL 6000 2 x 1500 7200

- 13.0

ZM212UH
ZM212U 750 x 650 x

500/520*

11,972.00
11,128.00
13,446.00
12,679.00

250 930 x 810 x
800

4000 2 x 1000
7200

- 8.6
1”

ZM212UHL
ZM212UL 6000 2 x 1500 7200

- 13.0

Remote Control FS15L with time switch from 1 to 15 min and continuous operation, cable with plug, length 7m
*Inclined tank at bottom
**To achieve an improved efficiency, the ultrasound is modulated whereby four times the values of the HF- output are
achieved as ultrasonic peak output.
***per phase

Equipment Identical to RM112… to RM212…
See page 6



SONOREX TECHNIK RM / ZM
Variable set-up: Modules are rearrangeable for different requirements


